WEBASTO UNITE x MONTA

1 Prepare.

You need
-Access to the UNITE web interface (either on the hotspot or in the local network)

-Access to the Monta Charging Portal or the new Charging Hub (https://portal2.monta.app)-The
ChargePoint ID of your wallbox (e.g. 7000335522000003). This can be found on the housing, for example.
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2 Setupin Monta

You need

-Add a new ChargePoint and select “Webasto
Unite 11kW?” or “Webasto Unite 11kW”

-Select the location

-Enter the details (Private or Public and any
2¢C name)

-Click on “CONNECT” to access the Integration
Manager
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3 Set up in Monta

. -In the Integration Manager, select
OCPP

. -Then enter the ChargePoint ID,
upper/lower case is important.

. -Click on “Continue”. You will receive
the backend endpoint to be entered in
the wallbox, at least:
wss://ocpp.monta.app

3a

3b

M~ < integrations.monta.com/brands/webastojmod: ¢, ® th +

B Monta Hub [ https:jfintegrations.monta.comfbrands/web. [ hups:fintegrations. monta.comfbrands/web..
M

< Select Method

OcCpp

Webasto API
e M- < ®© B + ©

B Mor 4 https://integrations.monta. ds/web.

€~ OCPP Integration

Charge point identifier
To establish a connection between your charge point and Monta, we need the identification number of your charge point. The

identification number is usually the charge point's serial number.

7000335522000003
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CP Serial Number : 7000335522000003

HMI Software Version : V3AZBO

Power Board Software Version : 1.0137.0

Duration after power on : 01:00:18 Mindestens eine Art
Connection Interface - der Internetverbindung

4 Configuration of UNITE T v

Cellular Interface IP:

Itis important that the UNITE is connected to the
Internet either via 4G, WLAN or LAN. This can be
checked if at least one IP number can be seen in L o o

t h e m a nm e n u . UNITE Configuration Interface

ocppP
Settings

-Under “Backend”, enter the backend endpoint of
Monta: wss://ocpp.monta.app

OCPP Connection ocep Enabled v
Connection

OCPP Version

OCPP Version OCPP 1.6} v
Connection Settings

Then CliCk on “Save” or “Save”.The Conﬁgu ration Of OCPP Configuration Parameters gotr;pection
ettings
U n Ite IS n OW CO m p lete. Central System Address
wss://ocpp.monta.app * m
Charge Point ID

7000335522000003

~ Set to Defaults
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5 Final step

Now click on “Yes, pair charge point” in the Monta
Portal. The portal now accepts the connection and

pairs with the box.

Trying to esta blish connection...

e
Yes, pair charge point @

i uccessful
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6 Check

A correct backend connection is displayed in Monta. The ChargePoint ID is visible in UNITE and
should be identical.

[ ] [im] < portal2.manta.app/charge-points/3779:

[ ] m-~ < 172.20.0.1findex_main.php @ @M+ B
Charger Wab User Intartace [ vonta Hus hitpsfintegrations.monta.cam brands/wsbastojmadalsfueba
Chargor Wab User Intorface [ vontaHub ttps:fintogrations manta com/arandswsbastofmod
ersonal > #537807 | Falkenwes 4
M € UNITE o avaitale
Pricing & Access
o CP Serial Number : 7000335522000003
Charge point is inactive! m
Aninactive charge point can only be used for testing your setup. £ Remote actions
4  Chorge sessions HMI Software Version : v3.128.0
e PO it iy m Power Board Software Version : 10.137.0
Show charge point in map for users to be able tofind It.
Duration after power on : 01:00:19
Price comparison @
Fair price Connection Interface WLAN
UNITE Ethernet Interface IP:
Charge point stability scare &
v Falkenveg 4
0% WLAN Interface IP: 192.166.1.6
I
® Help Cellular Interface IP:

o ey Access and price Webast .
B, user #25040 e :hwem OCPP Device ID : 7000335522000003
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